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ABSTRAK 

Sebagai salah satu moda transportasi darat, jalan raya merupakan komponen 

pemicu dinamika pembangunan ekonomi secara umum, pembangunan tata ruang 

secara khusus, dan lebih spesifik lagi, sebagai unsur pengembang dari potensi-

potensi sumber daya alamiah yang belum muncul, ataupun sumber daya yang sudah 

muncul, direvitalisasi untuk lebih diarahkan pada potensi yang lebih berdaya guna. 

Jalan Setiawargi-Setiamulya termasuk kedalam kelas jalan lokal dengan lebar jalan 

5 m, terletak di daerah pertanian dan industri kayu yang berkembang, tepatnya di 

Kecamatan Tamansari Kota Tasikmalaya. Perencanaan ulang Jalan menggunakan 

beberapa pedoman diantaranya, Tata Cara Perencanaan Geometrik Jalan Antar 

Kota (TPGJAK) tahun 1997, Pedoman Konstruksi dan Bangunan (Pd.T-02-2006-

B) tentang Perencanaan Sistem Drainase Jalan, SNI 2415:2016 tentang Tata Cara 

Perhitungan Debit Banjir Rencana, Manual Desain Perkerasan (MDP) tahun 2017 

dan Metode Analisa Komponen 1987. Adapun software yang digunakan dalam 

penggambaran model dan detail perencanaan jalan, yaitu menggunakan Autocad 

2016, Civil 3D 2016, juga Ms. Excell untuk perhitungan. Hasil dari perencanaan 

ulang didapatkan panjang trase jalan 2529 m, 3 lengkung horizontal S-C-S, 2 

lengkung horizontal S-S, 1 lengkung vertikal cekung dan 7 lengkung vertikal 

cembung. Untuk dimensi saluran drainase ada 2 jenis; drainase 1 (satu) 

menggunakan bentuk persegi bahan pasangan batu, lebar 0,91 m, dan tinggi 1,56 m 

dengan debit saluran 1,622 m3/det, drainase 2 (dua) dengan lebar 0,91 m, dan tinggi 

1,499 m, debit saluran 1,266 m3/det, dilengkapi Terjunan Tegak tinggi 1-2 meter. 

Sedangkan untuk perkerasan jalan menggunakan perkerasan lentur dengan umur 

rencana 20 tahun, dan total tebal perkerasan 350 mm, 50mm AC WC, 200mm LFA 

kelas A dan 100mm LFB kelas B. Rencana Anggaran Biaya (RAB) direncanakan 

sebesar Rp.  14.952.540.000.00,- (Empat Belas Milyar Sembilan Ratus Lima Puluh 

Dua Juta Lima Ratus Empat Puluh Ribu Rupiah)  dengan durasi pekerjaan rencana 

selama waktu 24 minggu. 
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ABSTRACT 

As one of the modes of land transportation, the highway is a component of 

the dynamics of general economic development, specific spatial development, and 

more specifically, as a developer element of potential natural resources that have 

not yet emerged, or resources that have emerged, revitalized to more directed to 

the potential of a more powerful. Setiawargi-Setiamulya road belongs to the local 

street class with a width of 5 m, located in the growing agricultural and timber 

industries, precisely in the district Tamansari city of Tasikmalaya. Road re-

planning uses several guidelines including, the procedure of Geometrical Road 

planning (TPGJAK) in 1997, Construction and building guidelines (Pd. T-02-2006-

B) on the planning of road drainage systems, SNI 2415:2016 on procedures for the 

discharge of flood plan, Manual design of the Labour (MDP) in 2017 and 

Component Analysis Method 1987. As for the software used in the model depiction 

and detail of the road planning, namely using AUTOCAD 2016, Civil 3D 2016, also 

Ms. Excell for calculation. The results of the re-planning obtained the length of the 

Trase road 2529 m, 3 horizontal curved S-C-S, 2 horizontal S-S curve, 1 concave 

vertical arch and 7 vertical curved convex. For drainage channel dimensions there 

are 2 types; Drainage of 1 (one) using the square shape of the pair material stone, 

width 0.91 m, and height 1.56 m with a channel discharge 1.622 m3/sec, Drainage 

2 (two) with a width of 0.91 m, and a height of 1.499 m, discharge channels 1.266 

m3/sec, equipped Terjunan upright height 1-2 meters. Meanwhile, for the road 

Perlimasan using flexible alignment with the age of plan 20 years, And the total 

thickness of the 350 mm magnification, 50mm AC WC, 200mm LFA class A and 

100mm LFB class B. Budget plan (RAB) planned for Rp.  14.952.540.000.00,-

(fourteen billion nine hundred and fifty two million five hundred forty thousand 

Rupiahs) with the duration of the plan work over a period of 24 weeks. 
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